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f Sockets40D

P Q
metric sizes: DIN 3124/ISO 2725-1, E DIN EN 3709, ASME B 107.5M,
American sizes: ASME B 107.1, Fed. Spec. GGG-W-641,
SAE AS 954-E (test loads), HPQ high performance steel, chrome plated.

'

A d1 d2 d3 L t1 t2 R
Code mm mm mm mm mm mm mm g S
'

01030005 5 7.9 10.7 4 23 4.5 15 9 10 0.00
01030055 5.5 8.5 10.7 4.5 23 6 15 9 10 0.00
01030006 6 9.2 10.7 5 23 6 15 9 10 0.00
01030007 7 10.7 10.7 6 23 6.5 13.4 10 10 0.00
1

01030008 8 11.6 11.6 7 23 8 13.1 11 10 0.00
01030009 9 12.8 12.8 8 23 8 12.8 13 10 0.00
01030010 10 14.3 14.3 9 23 8 14.9 17 10 0.00
01030011 11 15.5 15.5 10 23 9 14.6 19 10 0.00
1

01030012 12 16.5 16.5 11 23 9.5 14.3 23 10 0.00
01030013 13 17.8 17.8 12 23 9.5 14 25 10 0.00
01030014 14 18.8 18.8 13 24 10 14.7 32 10 0.00
'

f Sockets40aD
'

A d1 d2 d3 L t1 t2 R
Code " mm mm mm mm mm mm g S
'

01530010 5/32 6.7 10.7 3.2 23 3.5 15 7 10 0.00
01530012 3/16 7.6 10.7 4 23 4.5 15 9 10 0.00
01530014 7/32 8.6 10.7 5 23 6 15 9 10 0.00
01530016 1/4 9.4 10.7 5.5 23 6 15 9 10 0.00
1

01530018 9/32 10.7 10.7 6.6 23 6.5 13.2 10 10 0.00
01530020 5/16 11.6 11.6 7 23 8 13.1 11 10 0.00
01530022 11/32 12.7 12.7 8.1 23 8 13.3 13 10 0.00
01530024 3/8 13.7 13.7 8.3 23 8 13.3 16 10 0.00
1

01530028 7/16 15.8 15.8 10 23 9 14.6 21 10 0.00
01530032 1/2 17.3 17.3 11.5 23 9.5 14.1 27 10 0.00
01530034 9/16 18.8 18.8 13.1 24 10 14.7 31 10 0.00
'

e Sockets40

P Q
metric sizes: DIN 3124/ISO 2725-1, ASME B 107.5M,
E DIN EN 3709 (test loads), American sizes: ASME B 107.1,
Fed. Spec. GGG-W-641, SAE AS 954-E (test loads),
HPQ high performance steel, chrome plated.

d 3

t2

t1

'

A d1 d2 d3 L t1 t2 R
Code mm mm mm mm mm mm mm g S
'

01010032 3.2 5.6 10.7 2.5 23 2 15 8 10 0.00
01010035 3.5 6 10.7 2.5 23 2.5 15 8 10 0.00
01010004 4 6.7 10.7 3.2 23 3.5 15 9 10 0.00
01010045 4.5 7.3 10.7 3.7 23 4 15 9 10 0.00
1

01010005 5 7.9 10.7 4 23 4.5 15 9 10 0.00
01010055 5.5 8.5 10.7 4.5 23 6 15 9 10 0.00
01010006 6 9.2 10.7 5 23 6 15 9 10 0.00
01010007 7 10.7 10.7 6 23 6.5 13.4 10 10 0.00
1

01010008 8 11.6 11.6 7 23 8 13.1 11 10 0.00
01010009 9 12.8 12.8 8 23 8 12.8 14 10 0.00
01010010 10 14.3 14.3 9 23 8 14.9 17 10 0.00
01010011 11 15.5 15.5 10 23 9 14.6 19 10 0.00
1

01010012 12 16.5 16.5 11 23 9.5 14.3 24 10 0.00
01010013 13 17.8 17.8 12 23 9.5 14 26 10 0.00
01010014 14 18.8 18.8 13 24 10 14.7 32 10 0.00
'

e Sockets40a
'

A d1 d2 d3 L t1 t2 R
Code " mm mm mm mm mm mm g S
'

01410010 5/32 6.7 10.7 3.2 23 3.5 15 9 10 0.00
01410012 3/16 7.6 10.7 4 23 4.5 15 9 10 0.00
01410014 7/32 8.6 10.7 5 23 6 15 9 10 0.00
01410016 1/4 9.4 10.7 5.5 23 6 15 9 10 0.00
1

01410018 9/32 10.7 10.7 6.6 23 6.5 13.2 10 10 0.00
01410020 5/16 11.6 11.6 7 23 8 13.1 12 10 0.00
01410022 11/32 12.7 12.7 8.1 23 8 13.3 14 10 0.00
01410024 3/8 13.7 13.7 8.3 23 8 13.3 16 10 0.00
1

01410028 7/16 15.8 15.8 10 23 9 14.6 21 10 0.00
01410032 1/2 17.3 17.3 11.5 23 9.5 14.1 27 10 0.00
01410034 9/16 18.8 18.8 13.1 24 10 14.7 31 10 0.00
'

STAHLWILLE AS-Drive
STAHLWILLE sockets are equipped
with the AS Drive* profile: this
permits high transmission of
forces to the lands of nuts and
bolts without damaging them.
No longer will you have to 
worry about stripping the 
corners off nuts and bolts. 
*Anti-Slip Drive

Set: Sockets with clip strip40aD/10CL

P Q
Content:
3/16; 7/32; 1/4; 9/32; 5/16; 11/32; 3/8; 7/16; 1/2; 9/16"
1 clip strip No 40CL-2

'

R
Code g
'

96015310 206 0.00
'


